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TENANT HOUSES
HABS No. NY-3283 (Page 2)

' ' _ ones lead wo vhe fiirgl story entrances; they appear Lo be replacements.
o It is probeble that there vere no such emirence stairs on the west
side, originslly.

5. Cnimneys: One chimney is located centrally in each of
the seven units.

6. Openings:

a. Doorways and doors: Main entrances are at first
floor level, on the east gide, one ab each unit. Typically pilasters
frame & recesged opening, with a narrow three-piece entablature between
the door and the transom light; there are sgide lights. #doldings follow
Greeck Revival forms. A4 glmple doorway at besement floor level forms
the original rear enbtrance for each uanit, on the vest side.

b, Windows and shutters: Hain floor windows contain
six over six light, double-hung sash, & nhmbcr having ‘two over two
light feplacenenug. Shutter pintles remain., Uoper flocr sash are
one light over one light. A1l window trim is simple,

7. Roof:

a. Shape, covering:The original roof was probsbly
tehed; the present one is fleat.
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. Cornice: Simple wooden cornice.
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Technical Degcription of iInterior

1. Floor plens of each unit: MMain story: & side hall and
principal room cccupy the front half; a 1 rger and @ smaller room occupy
the rear helf, the larger room belnq centigucus with the hall and
half of the front room. b sement ory: Similer to mein shory.
Upper gtory, which was added later, PMve smell rooms per unit.

2. Stairways: Pariial remsins of stalrs bebween the base-
ment. floor =nd the main floor hall.

11 and ceiling finish: Plaster, palnied. Ceiling
neight of medin story is &!'-07.

5. Docrways and doors: Four-pancl and sin-panel deors.
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6. Healling. £ fireplace in the main room of cach originsl
<
unih; ovobably a stove for heatlng and cooking also used the chimney.
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Hantels have wooden antae wilh three-piece entablature,

D, BSite

L. Orientation: Main fronl is to the east, with a small
front and back yard. :

2. Enclosures; There aere fences between the units on the
east, and a fence around the wesi yard, at present, bui there is no
indication of whet may or may not have been the original enclosures.

3. Outbuildings. There are various sheds along the west
fence, bubt they sasppear to be of much later date than the row houses.

Prepared by Herley J. McKee, Archifect
National Park Service
Sevptember 1862,



